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(1) Report on the various phases of 
the project which were investigated; 

(2) Total number of hours of oper-
ation on each frequency assigned; 

(3) Copies of any publication on the 
project; 

(4) Detailed analysis of the result ob-
tained; and 

(5) Any other pertinent information. 
(b) In addition to the information re-

quired by paragraph (a) of this section, 
the developmental report of a station 
authorized for the development of a 
proposed radio service must include 
comprehensive information on the fol-
lowing items: 

(1) Probable public support and meth-
ods of its determination; 

(2) Practicability of service oper-
ations; 

(3) Interference encountered; 
(4) Pertinent information relative to 

merits of the proposed service; 
(5) Propagation characteristics of fre-

quencies used, particularly with re-
spect to the service objective; 

(6) Frequencies believed to be more 
suitable and reasons therefor; and 

(7) Type of signals or communica-
tions employed in the experimental 
work. 

(c) Developmental reports will be 
made a part of the Commission’s public 
records, except upon the applicant’s 
specific request for confidentiality and 
Commission approval in accordance 
with § 0.459 of this chapter. Information 
determined confidential by the Com-
mission will not be publicly disclosed. 

[61 FR 26677, May 28, 1996, as amended at 63 
FR 68983, Dec. 14, 1998] 

Subpart G—24 GHz Service and 
Digital Electronic Message Service 

§ 101.501 Eligibility. 

See § 101.147(n) for licensing of DEMS 
facilities in the 10.6 GHz band. Applica-
tions for new facilities using the 18 
GHz band are no longer being accepted. 
Any entity, other than one precluded 
by § 101.7, is eligible for authorization 
to provide 24 GHz Service under this 
subpart. 

[65 FR 59359, Oct. 5, 2000] 

§ 101.503 Digital Electronic Message 
Service Nodal Stations. 

10.6 GHz DEMS Nodal Stations may 
be authorized only as a part of an inte-
grated communication system wherein 
10.6 GHz DEMS User Stations associ-
ated therewith also are licensed to the 
10.6 GHz DEMS Nodal Station licensee. 
Applications for 10.6 GHz DEMS Nodal 
Station licenses should specify the 
maximum number of 10.6 GHz DEMS 
User Stations to be served by that 
nodal station. Any increase in that 
number must be applied for pursuant 
to § 1.913 of this chapter. 

[65 FR 59359, Oct. 5, 2000] 

§ 101.505 Frequencies. 

Frequencies, and the conditions on 
which they are available, for DEMS op-
erations are contained in this subpart 
as well as in § 101.147(m), (n), and (r)(9). 

[65 FR 59359, Oct. 5, 2000] 

§ 101.507 Frequency stability. 

The frequency stability in the 10,550– 
10,680 MHz band must be ±0.0001% for 
each DEMS Nodal Station transmitter 
and ±0.0003% for each DEMS User Sta-
tion transmitter. The frequency sta-
bility in the 24,250–25,250 MHz bands 
must be ±0.001% for each Nodal Station 
transmitter and ±0.003% for each User 
Station transmitter. 

68 FR 4961, Jan. 31, 2003] 

§ 101.509 Interference protection cri-
teria. 

(a) As a condition for use of fre-
quencies in this service each licensee is 
required to: 

(1) Engineer the system to be reason-
ably compatible with adjacent and co- 
channel operations in the same or adja-
cent areas on all frequencies; and 

(2) Cooperate fully and in good faith 
to resolve whatever potential inter-
ference and transmission security prob-
lems may be present in adjacent and 
co-channel operations. 

(b) All harmful interference to other 
users of co-channel and adjacent chan-
nel use in the same or adjacent geo-
graphical area are prohibited. In areas 
where Economic Areas are in close 
proximity, careful consideration 
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